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1. Introduction  
Pure titanium and titanium alloys are well established standard materials in dental implants 
because of their favorable combination of mechanical strength, chemical stability, and 
biocompatibility (Brunette et al., 2001). Integration of titanium implants with the 
surrounding bone is critical for successful bone regeneration and healing of dental implant.  
The concept of osseointegration was discovered by Brånemark and his co-worker and, has had 
a dramatic influence on clinical treatment of oral implants. The first generation of successfully 
used clinical titanium implants, which were machined with a smooth surface texture, now 
approach 50 years in clinical use. Since then, implant surfaces have long been recognized to 
play an important role in molecular interactions, cellular response and osseointegration, and 
scientists all over the world have developed the second generation implants with surfaces 
which can accelerate and improve implant osseointegration. These second generation of 
clinically used implants underwent mechanical blasting coupled or not, with acid etch, 
bioactive coatings, anodized and, more recently, laser modified surfaces. (Cochran et al., 1998; 
Jansen et al., 1993; Palmquist et al., 2010; Brånemark et al., 2010 ). These implants have been 
extensively documented in vivo, including long-term clinical studies and experimental 
histological and biomechanical evaluation in animal models. For more knowledge in clinical 
results of commercially available implants the reader is referred to the following literature 
(Esposito et al., 2005; Esposito et al., 2003; Albrektsson & Wennerberg, 2004b). 
The main objective for the development of implant surface modifications is to promote 
osseointegration, with faster and stronger bone formation. This will likely confer better 
stability during the healing process, which, preferentially, will improve the clinical 
performance in the area of poor bone quality and quantity. Furthermore, such promotion 
may, in turn, accelerate the bone healing and thereby allowing immediate or early loading 
protocols.  
Recently growing micro and nano- technology is rapidly advancing surface engineering in 
implant dentistry. Such advances in surface engineering technologies have resulted in more 
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complicated surface properties from micro- and nanometer scales, including the morphology, 
chemistry, crystal structure, physical, and mechanical properties. Such surfaces, intentionally 
modified with respect to microscale and nanoscale features, may represent a next generation of 
oral implant systems if possible to transfer to complex three-dimensional geometries. Hitherto, 
micro- and nano-fabricated surfaces have not reached the clinical evidence stage. However, it 
is not known whether the improved bone response is due to surface roughness or the surface 
composition. Furthermore, somewhat surprisingly, there is yet not enough hard evidence 
(randomized clinical trials) to tell whether the second generation of the implants has a better 
clinical performance than the machined implants used earlier. Nevertheless, experimental 
evidence from in vitro and in vivo studies strongly suggests that some types of surface 
modifications promote a more rapid bone formation than machined surfaces.  
 It has been proposed that increasing osteoconductivity by these surface design strategies is 
related to the altered implant topography resulting in enhanced osteoblast and preosteoblast 
adhesion, thereby leading to accelerated bone formation (Chehroudi et al., 1992; Cooper et 
al., 1998). However, it is well known that titanium implantation in bone results in contact of 
the titanium surface with complex environment including blood components and other 
cells, not only the osteogenic ones. Recently, it has been shown that changes in the physico-
chemical properties of the titanium results in significant modulation of cell recruitment, 
adhesion, inflammation and bone remodelling activities in addition to regulation on bone 
formation response (Omar, 2010).  
These different methods for implant surface modification may lead to different and unique 
surface properties that might affect the host-to-implant response.  
This chapter reviews the state of art of development in dental implant surfaces and current 
trends in surface modifications that aim to accelerate the osseointegration of dental 
implants. This chapter also contains an overview of the most popular surface textures, 
chemical modifications including nano-surface design based on nanoscale modification of 
the implant surface, but also briefly describe the interface biology of oral implant is also 
discussed. Finally, it concludes with a summary and future outlook.   
2. Surface roughness of titanium implants 
Surface roughness has been identified as an important parameter for implants and its 
capacity for being anchored in bone tissue. There exist a variety of different manufacturing 
methods to increase the surface roughness of the implant, where the most commonly used 
are: Machining, Sandblasting, Acid etching, Anodic oxidation, Laser modification or a 
combination of these. Further, commercially available implants have been categorized 
according to the roughness value (Sa) into 4 groups (Albrektsson & Wennerberg, 2004a), 
smooth (Sa < 0.5 µm), minimally rough (Sa = 0.5-1.0 µm), moderately rough (Sa = 1.0-2.0 µm) 
and rough (Sa > 2.0 µm). The Sa value represents the mean height of peaks and pits of the 
surface, while another important parameter is Sdr, which represents the developed surface 
area compared to a perfect flat area. With a larger surface area a larger contact to the bone 
tissue could be obtained. There exists another 50 some direct or combined surface roughness 
parameters (Gadelmawla et al., 2002) however, it is unknown to what extent these are 
important. For Sa measurements different factors will affect the outcoming result as the type 
of equipment used, the area of analysis, the filtering process of the raw data, the cut-off 
values as well as where on the implant the measurements are performed. To obtain more 
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comparable values in the literature guidelines for measurements have been published 
(Wennerberg & Albrektsson, 2000). Further, it is important to acknowledge that the surface 
chemistry and surface phase composition of the implant surface will change by altering the 
surface roughness (Kasemo & Lausmaa, 1988). 
2.1 Machined surface 
The first generation of osseointegrated implants had a relatively smooth machined surface 
(Branemark et al. 1969). The machined implant surface is solely turned and considered to be 
minimally rough (Figure 1). Different roughness values have been published using different 
measuring techniques. Moreover, manufacturing tools, bulk material, lubricant and 
machining speed will influence the resulting surface topography. Typical Sa values for 
machined surfaces are 0.3-1.0 µm. The surface oxide consists of a 2-10 nm thick mostly 
amorphous layer of TiO2 (Lausmaa, 1996). Depending on the sterilization method the oxide 
layer could be crystallized into rutile structure (Jarmar et al., 2008). Further, the thickness 
and temperature is important on the phase composition (Radegran et al., 1991). 
The bone responses to machined surfaces have been extensively evaluated in different animal 
models as well as clinical trials. The machined surface was the first used surface in clinical 
dental applications and has excellent long time follow-up (Adell et al., 1981; Brånemark et al., 
1977). Further, other extra oral applications with bone anchored implants use machined 
implants, such as bone anchored hearing aids (Brånemark et al., 2001) and bone anchored 
amputations prosthesis for major limbs as legs and arms (Robinson et al., 2004; Rydevik, 1997). 
The healing around the implant is characterized by an increase in bone-implant contact 
starting at the implantation while the biomechanical stability slightly decrease over the first 
weeks, possible due to inflammation and bone remodeling, and being fully recovered after 4 
weeks in rat tibia (Brånemark et al., 1997). Endosteal down growth of bone tissue covering 
the implant threads occurs in the marrow cavity and reach up to 70% bone implant contact 
after 16 weeks in rat tibia which could be compared to clinically stable oral implants 
retrieved up to 16 year after implantation where the bone-implant contact was measured to 
56-85% (Sennerby et al., 1991). Eighty-five % bone-implant contact was observed for a 
clinically stable bone anchored amputations prosthesis retrieved after 11 years (Palmquist et 
al., 2008). Further, in the latter study it was shown that hydroxyapatite forms directly at the 
implant surface shown in high-resolution transmission electron microscopy (TEM). 
2.2 Sandblasted surface 
Increased roughness of an implant could be achieved by blasting the surface by small 
particles, usually called sandblasting or grit blasting (Figure 2). When the particles hit the 
implant surface it will create a crater. The surface roughness is hence dependent on the bulk 
material, the particle material, the particle size, the particle shape, the particle speed and the 
density of particles. The resulting surface roughness is usually anisotropic consisting of 
craters and ridges and occasionally particles embedded in the surface.  
The surface roughness increases with the size of the particles used (Wennerberg et al., 1992) 
where 25 µm particles blasted surfaces were rougher than the machined surface while 
smoother than 75 µm and 250 µm blasted surfaces. Typical Sa values are 0.5-2.0 µm. Further, 
implants blasted with 25 µm and 75 µm particles show higher removal torque compared to a 
machined implant surface after 12 weeks of healing in either rabbit tibia or femur 
(Wennerberg et al., 1995).  
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Fig. 1. Scanning electron micrograph of machined implant surface. 
Significantly higher bone-implant contact was observed for the 25 µm blasted surface 
compared to machined surface while the bone area within the threads were significantly 
higher for the machined surface after 12 weeks (Wennerberg et al., 1995) and 1 year healing 
(Wennerberg et al., 1997). The blasting particle material, either TiO2 or Al2O3 with a size of 
25 µm, didn’t show any difference in bone response with respect to removal torque, bone-
implant contact and bone area after 12 weeks healing (Wennerberg et al., 1996a). Similar 
removal torque while significantly higher bone-implant contact and bone area was observed 
for implants blasted with 25 µm particles compared to 250 µm particles (Wennerberg et al., 
1996b). The biological response to blasted implants show a optimal bone response with 
regards to removal torque values and bone implant contact to implants when a roughness of 
1.5 µm is a achieved (Wennerberg, 1996). No ultrastructural studies of the interface between 
bone and implant surface have been found in the literature for blasted implants. 
 
  
Fig. 2. Scanning electron micrograph of sandblasted surface. 
2.3 Acid etched surface 
With acid etching the surface is pitted by removal of grains and grain boundaries of the 
implant surface, as certain phases and impurities are more sensitive to the etching a 
selective removal of material is obtained (Figure 3). The resulting roughness is dependent on 
the bulk material, the surface microstructure, the acid and the soaking time. The surfaces are 
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generally considered minimally rough as the typical Sa values are 0.3-1.0 µm. Few analyses 
of the surface layer have been found, but speculative a titanium hydride layer could form 
due to the presence of hydrogen ions in the acid. The surface oxide has been found to be a 
native amorphous titanium oxide with a thickness of around 10 nm (Sul et al., 2006). The 
dental implant with acid etching presented implant surface morphology similar to Master 
Plus R (Conexão Sistemas e Protese) and Frialit Plus R (Maillefer, Swaziland). 
The bone response to acid etched implants has been compared to machined implants in 
animal models. Significantly higher bone-implant contact was observed for acid etched 
implants compared to machined implants in a rabbit model after 1 and 2 months, while no 
difference was found after 14 days (Celletti et al., 2006). Also significantly higher bone-
implant contact was observed in a poor bone quality dog model after 4 months healing 
while no difference in bone area was obtained (Weng et al., 2003). Significantly increased 
removal torque was needed to remove acid etched implants compared to the machined 
implant after 1, 2 and 3 months healing in rabbit while significantly lower removal torque 
was needed when comparing to titanium plasma sprayed implants (Klokkevold et al., 2001). 
Significantly lower bone-implant contact, bone area and removal torque was observed when 
comparing acid etched implants to anodic oxidized implants in rabbit tibia after 6 weeks 
healing (Gottlow et al., 2000). 
On the ultrastructural level a number of publications have utilized the fracture technique for 
sample preparation. The interfacial bone tissue was composed of an electron dense zone (20-50 
nm) closest to where the implant had been in the section followed by either mineralized bone 
tissue or an intermediate layer of finely fibrilar mineralized zone (100 nm) which was found at 
areas with ongoing bone remodeling (Steflik et al., 1992, 1997, 1998). It was further found that 
osteocyte cellular processors was extending towards the implant surface (Steflik et al., 1994).  
 
  
Fig. 3. Scanning electron micrograph of acid etched titanium surface. 
2.4 Sandblasted and acid etched surface (SLA) 
Commercially available dental implants are usually both blasted by particles and then 
subsequent etched by acids. This is performed to obtain a dual surface roughness as well as 
removal of embedded blasting particles. The etching reduces the highest peaks while 
smaller pits will be created and the average surface roughness will be reduced.  
By the beginning of the 90s, intensive research had already shown that the sandblasted and 
acid etched surface had advantages compared to nearly every other type of implant surface, 
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including the titanium plasma spray surface which, until that time, had been the standard 
for ITI implants (Buser et al., 1991, Schroeder et al. 1981). 
Typical Sa values for blasted and acid etched implants are 1-2 µm. The chemical process of 
the acid etching will change the surface structure and it has been reported a creation of a 
titanium hydride layer with a thickness of 1-2 µm intermediate the surface oxide and the 
bulk metal (Conforto et al., 2004). Further, by rinsing the SLA implant in a nitrogen 
atmosphere and storing in saline solution until installation, the amount of carbon 
contamination could be reduced and improving the hydrophilicity of the implant surface 
(Rupp et al., 2006). The result of this procedure is creating a new hydrophilic surface 
(SLActive) (Figure 4). This procedure allows the SLActive to maintain a chemically active 
surface that conditioned to the human body.  
Also the anions from the acid could be incorporated in the oxide layer such as fluoride ions 
if etched in hydrofluoric acid (Figure 5) (Cooper et al., 2006). 
The bone response to blasted and etched implants has been compared to different implant 
surfaces. Higher removal torque was needed to unscrew the dual modified surface 
compared to solely acid etched implants in a pig model with 10 weeks of healing (Szmukler-
Moncler et al., 2004).Significantly higher removal torque was obtained compared to 
machined surface while similar values compared to titanium plasma sprayed implants 
while no differences was observed in the bone density around the 3 different implant types 
(Buser et al., 1999). Significantly higher removal torque and higher bone-implant contact has 
been observed for blasted and fluoride modified implants compared solely blasted implants 
in a rabbit model after 1 and 3 months healing (Ellingsen et al., 2004).  
Several studies have shown that SLActive implants achieve a higher bone contact and 
stability at earlier time points (6 weeks) when compared with SLA implants, and 
dramatically reduced healing times from 12 to 6 weeks (Buser et al., 2004; Schwarz et al., 
2007). No ultrastructural studies of the interface to sandblasted and acid etched implant 
have been found in the literature. 
2.5 Anodized surface 
The anodized surface (TiUnite) is a partial crystalline and phosphate enriched titanium 
oxide characterized by a microstructured surface with open pores in the low micrometer 
range (Figure 6). Anodization or anodic oxidization as it’s also called is an electrochemical 
process carried out in an electrolyte. The structural and chemical properties could be 
tailored by varying different process parameters, such as anode potential, electrolyte 
composition, temperature and current (Lausmaa, 2001). Further, depending on the 
electrolyte composition, different ions could be integrated in the oxide layer, such as 
phosphorous (Hall & Lausmaa, 2000), calcium (Frojd et al., 2008) and magnesium (Sul et al., 
2005). At lower voltages, below the dielectric breakdown limit, a rather constant oxide 
growth is obtained, while at higher voltages, an increased gas evolution is obtained 
rendering the surface oxide porous (Lausmaa, 2001). The crystalline structures of anodized 
oxides are amorphous with crystalline grains of anatase (Jarmar et al., 2008). 
The bone response to anodized implants has been evaluated in different species and healing 
times and most often compared to the original machined surface. Significant higher bone to 
implant contact has been reported as well as increased biomechanical removal torque values 
for phosphorous containing anodized surfaces compared to machined surfaces in dog and 
rabbit (Albrektsson et al., 2000; Henry et al., 2000). The phosphorous containing anodized 
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Fig. 4. Scanning electron micrograph of Straumann® Sandblasted and acid etched implant 
surface (SLA). Nanofeatures on the SLActive implant surface. 
 
  
Fig. 5. Scanning electron micrograph of titanium dental implants in a fluoride modified 
surface (osseospeed® implant). 
surface has also been shown to promote the early molecular events taking place at the 
immediate implant surface (Omar et al., 2010). Further, increased bone implant contact was 
obtained when calcium ions were incorporated in the anodized oxide compared to non 
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calcium containing anodized oxide surface in the rabbit (Frojd et al., 2008) as well as higher 
removal torques were observed for magnesium incorporated oxides compared to non 
magnesium oxide surfaces (Sul et al., 2005a). One study have been performed on the 
ultrastructural level of oxidized implants, where a failed TiUnite (NobelBiocare) implant 
was removed prior to stage 2 surgery due to lack of osseointegration. TEM analysis of FIB 
prepared samples showed an amorphous zone between the bone tissue and the implant 
surface (Giannuzzi et al., 2007). Furthermore, in the later study, interdiffusion of titanium, 
phosphorus and calcium between the bone and the coating where intimate bone-implant 
contact was observed, suggested that chemical bonding also exists within this interface. The 
remove torque to anodized implants has been compared to sandblasted, acid etched, and 
machined implants in animal models. Significantly higher removal torque was observed for 
anodized implants compared other groups in a rabbit model after 12 weeks (Elias et al., 
2008). 
A higher clinical success rate was observed for the anodized titanium implants in comparison 
with turned titanium surfaces of similar shapes (Jungner et al., 2005). Two mechanisms have 
been proposed to explain this osseointegration: mechanical interlocking through bone growth 
in pores, and biochemical bonding (Schupbach et al., 2005; Sul et al., 2005b). 
 
  
  
Fig. 6. A) Scanning electron micrograph of an anodized TiUnite® implant surface, B, C)  the 
presence of pores with dimensions around 1-10 µm, and smaller pores with diameters below 
1 µm, D) nanofeatures on the anodized implant surface. 
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2.6 Laser modified micro- and nano-structured surface 
Laser is an emerging field for use as a micromachining tool to produce a 3-D structure at 
micrometer and nanometer level. The technique is a method of choice for complex surface 
geometries. The technique generates short pulses of light of single wavelength, providing 
energy focused on one spot. It is rapid, extremely clean, and suitable for the selective 
modification of surfaces and allows the generation of complex microstructures/ features 
with high resolution. These advantages make the technique interesting for geometrically 
complex biomedical implants.  
The Brånemark BioHelix Implant (Figure 7) has surface modified with laser micromachining 
process to create micro- and nano-structured surface roughness in only the inner part of the 
thread. The inner part of the thread is believed to be more suitable for bone formation than 
the outer part (Thomsson & Esposito, 2008). 
The laser technique has several advantages, add no chemicals and can be used in routine 
manufacturing. Only the valley and parts of the flank of the implant threads was laser 
treated while the remaining part was left as-machined. The idea behind this design is that 
the flack portion of the implant thread, which might have the higher risk to expose to the 
 
 
Fig. 7. Scanning electron micrograph of Brånemark BioHelix implant. The bottom portion of 
the threads is modified by laser processing, whereas the parts of the flanks and the tops are 
as machined. Higher magnification of the laser modified surface, showing the 
nanotopography. 
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microorganism and plaque, is characterised by relatively smooth surface to minimize the 
incidence of peri-implantitis, whereas the valley part of the implant threads has the rougher 
surface. 
Short-term, experimental in vivo studies of laser-modified titanium implants with nano-
scale surface topographical features have demonstrated a significant increase in removal 
torque and different fracture mechanisms (Palmquist et al., 2010; Brånemark et al., 2010). 
Of clinical importance is that nanostructured surfaces promoted long-term bone bonding 
and interface strength in vivo as determined by a coalescence between mineralized bone 
and the nanostructured surface and a substantial increase in removal torque (Palmquist et 
al., 2010).  
One 1-year retrospective case series showed excellent clinical results of Brånemark BioHelix 
dental implants placed according to conventional procedures (Thomsson & Esposito, 2008). 
However, randomized clinical trials with suitable controls are needed to confirm these 
preliminary results. 
3. Calcium phosphate coatings on titanium implants 
Some surface reactive materials have shown the ability to form an interfacial chemical bond 
with surrounding tissues through a series of biophysical and biochemical reactions, causing 
‘bioactive fixation’ of the implant (Cao & Hench 1996). Bioactive materials can be biostable 
(i.e. synthetic hydroxyapatite) or bioresorbable (i.e. bioactive glasses and glass-ceramics). 
Some bioactive ceramics like bioactive glasses of certain compositions have been claimed to 
have a real chemical bonding ability with soft tissues (Wilson et al., 1981). However, 
bioactive ceramics in the bulk form are not suitable for load-bearing applications as their 
flexural strength, strain-to-failure and fracture toughness are less than that of bone and their 
elastic moduli are greater than that of bone. For these reasons they are usually applied as 
coatings on metallic implants that possess superior mechanical properties. Calcium 
phosphates (CaP) are the most common family of bioceramics well-known for their use in 
biological application. CaP in the crystallographic form of apatite is an important mineral 
constituent of bone.  Calcium phosphate ceramics are integrated within bone following a 
well known sequence of events (Frayssinet, et al. 1993). They are considered to be bioactive 
and osteoconductive. Bioactivity would be due to epitaxial nucleation of carbonated apatite 
crystals at the surface of ceramic grains. This layer of biological apatite might contain 
endogenous proteins and might serve as a matrix for osteogenic cell attachment and growth 
(Davies 2003).  
Different types of methods have been introduced to prepare calcium phosphate coatings on 
dental implant (table 1 & 2). These methods can be divided to two groups: physical and 
chemical methods. Sometimes they can also be called dry and wet methods. Typically 
physical techniques include plasma spraying deposition, physical vapour deposition, 
magnetron sputtering deposition, ion beam assisted deposition, pulsed laser deposition, 
and hot isostatic pressing. Chemical techniques include sol-gel method, biomimetic 
process, electrochemical deposition, micro-arc oxidation (MAO) and electrophoretic 
deposition. 
Physical techniques are widely used for preparation of calcium phosphate coatings. The 
bonding strength between coatings and implants is higher than those prepared by chemical 
methods. However, most of these methods have difficulties in coating of complex 3D 
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geometries such as rough screw-shaped dental implants.  Chemical methods can be used to 
treat the implants with complex geometries. The treating temperature of chemical methods 
is low. The most important thing is that bioactive molecules and drugs can be incorporate 
into calcium phosphate coatings via chemical methods, such as biomimetic process. 
 
Technique Characteristics Properties 
Plasma spraying 
deposition (PS) 
(1). High temperature 
>1000°C 
(2). Reproducible 
(3). High deposition rate 
(4). Atmosphere: Air, vacuum 
(popular), low pressure 
(1). 2D 
(2). No homogeneity of 
crystallnity 
(3). Promote fast and strong 
fixation and bone growth in 
vivo and clinically 
(4). Bacteria adhesion 
Magnetron sputtering 
deposition (MS) 
(1). High deposition rate 
(2). Metallic and non-metallic 
substrates 
(3). DC and RF 
 
(1). 2D 
(2). Ion doped hydroxyapatite 
and composites coatings 
Ion beam assisted 
deposition (IBAD) 
(1). The coating is amorphous, 
and needed to be heat treated 
further 
(2) The final crystallinity is 
dependent on the time, 
temperature and amount of 
water vapour present during 
the coating. 
(3). Low deposition rate 
compared to PS 
(1). 2D 
(2). High adhesive strength 
(3). Graded crystallinity 
pulsed laser 
deposition (PLD) 
(1). Fast deposition rate 
(2).Multi-component and 
metastable materials 
 
(1). 2D 
(2) HA, OCP, ǂ, ǃ-TCP 
Hot isostatic pressing 
(HIP) 
(1). High temperature and 
pressure 
(1). 2D 
Table 1. Physical techniques for implant coatings 
In the last four decades, continuous research on HA and CaP have not only focused on 
tissue-coating interface, but also on the problems associated with the coating process and 
optimization of coating properties for maximum tissue response (Sun et al., 2001). A major 
dilemma for evaluation the bone tissue response of CaP coating compare to uncoated 
titanium implants (Morris et al. 2000; Barrere et al. 2003), is that the process of surface 
chemical modifications are often associated changes in topography and visa-versa. In 
addition, several factors may have influenced the results of in vivo evaluation at the interface 
of CaP coated implants. 
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Technique Characteristics Properties 
Sol-gel method (1). Combine with 
different coating process, 
such as dip and spinning 
coatings, following 
sintering 
(2).Substrates with 
complex geometry 
(3).Metallic and non-
metallic substrates 
(4). Thin film 
(1). 3D 
(2). Easy to control the 
composition 
(3). High sintering 
temperature for HA coatings 
 
Biomimetic process (1). Low temperature 
(2). Different types of 
substrates which could 
induce HA formation, 
such as metallic implants, 
bioceramics, polymers 
(1). 3D 
(2). Bone-like crystal 
structure 
(3). Ion doped HA 
(4). Low bonding strength 
(5) Porous structure 
(6). Incorporate bio-
molecules and drugs 
Electrochemical deposition (1). Conducting substrates 
(2). Chargeable particles 
(3). Low temperature 
(1).3D 
(2). Low boding strength 
between coatings and 
substrates 
(3). Composite coatings 
(4). (4). Thick and cracked 
coatings 
Electrophoretic deposition (1). Conducting substrates 
(2). Chargeable particles 
(3). Low temperature 
(1). 3D 
(2). Low boding strength 
between coatings and 
substrates 
(3). Composite coatings 
(4). Thick and cracked 
coatings 
Micro-arc oxidation (MAO) (1). Ambient temperature 
(2). Substrates with 
complex geometry 
(3). Electrolytic oxidation 
(1).3D 
(2). HA and ion doped HA 
Ultrasonic spray pyrolysis (1). Ambient temperature 
(2). Continuous and pulse 
spray 
(1). 2D 
(2). Cracks in coatings 
(3). The bonding strength of 
coatings prepared by pulse 
spray is better than that by 
continuous spray 
Table 2. Chemical techniques for implant coatings. 
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3.1 Plasma spraying 
HA coatings were first introduced in the middle 1980s for improved fixation between bone 
and implant (Furlong and Osborn, 1991). Since that time, these materials have been 
extensively used in orthopaedic and dental implants. Plasma-spraying is commercially the 
most frequently used method for deposition of calcium phosphate coatings, such as HA, 
onto implant materials to improve their bioactivity.  
The thickness of hydroxyapatite coatings produced by plasma-spray varies from 100 to 300 
µm (Willmann, 1997). With plasma spraying processing the surface area of titanium implant 
has increased up to approximately six times than the original surface. The arithmetic 
average roughness (Ra) for hydroxyapatite coated by plasma-spraying process is 5.0 ± 1.0 
µm. 
The bone tissue responses to plasma sprayed hydroxylapatite (HA) coatings on titanium 
implant have been well documented. Several earlier experimental studies have shown a 
higher percentage of bone-implant contact for HA-coated implants when compared with 
titanium implants in different species and types of bone (De Groot et al., 1987; Denissen et 
al., 1990). The histological findings demonstrated that the cortical bone reaction to titanium 
and HA-coated titanium was similar, but the HA-coated surfaces induced more bone 
deposition in areas on non-cortical bone contact than uncoated surfaces. Based on findings 
of a substantial reduction of the HA coating thickness after 12 weeks (Jansen, et al., 1991). 
Other studies in animal model have shown that the chemical composition of HA coating has 
a positive influence on the bone response, while, the influence of roughness is less evident 
(Vercaigne, et al., 1998). 
In reference to the interfacial strength, the HA-coated implants were reported to have higher 
push-out strength in compared to non-coated implants (Cook et al., 1987). HA coated 
implants have also exhibited a greater torque removal value compare to Ti screw implants 
(Carr et al., 1995).  
On the ultrastructural level, newly formed acicular crystallites were adjacent to the larger 
HA crystals of the plasma-sprayed coating.  Needle-like crystals seemed even to grow at the 
surface and in the smallest holes of the HA coating. Collagen fibrils were not observed in the 
bonding area. The tiny crystals of the newly formed mineralized tissue developing in the 
cavities of the implanted material appeared to be more or less randomly oriented, thus 
resembling woven bone (Hemmerle, et al. 1997). 
However, despite clinical success, it has been recognized that the plasma-spraying method 
has several disadvantages, including poor long-term adherence of the coating to the 
substrate material, non-uniformity in thickness of the deposited layer, and variations in 
crystallinity and composition of the coating. Other significant factors causing implant 
failures include microbial infection (Rosenberg et al., 1991; Verheyen et al., 1993). 
3.2 Sputter-deposition 
Sputtering process has been shown to be a particularly useful technique for the deposition 
of bioceramic thin films (based on Ca–P systems), due to the ability of the technique to 
provide greater control of the coating's properties and improved adhesion between the 
substrate and the coating. 
Scanning electron microscopy showed that the deposited films had a uniform and dense 
structure (Figure 8). The calcium phosphate has been reported to range from 1.5 and 2.6. The 
in vitro dissolution appeared to be determined by the degree of the coating's crystallinity 
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(Ong & Lucas, 1998; Ong et al, 1997). The disadvantages with sputter coating is extensive 
time consuming, produces amorphous coatings and Ca/P ration of the coating is higher 
than of synthetic HA. 
The thickness of hydroxyapatite coatings produced by sputter process varies from 0.5 to 3.0 
µm (Ding, 2003). With sputter processing the surface roughness of the coating depends on 
the roughness of the substrate (Hayakawa et al., 2000). The arithmetic average roughness 
(Ra) for hydroxyapatite coated by sputter process is 3.0 ± 1.2 µm. 
In a study using TiO2-gritblasted and sputtered CaP implants, the sputtered CaP coatings 
showed improved initial fixation and healing response when implanted into the trabecular 
bone of the goat (Vercaigne et al., 2000; Hayakawa et al., 2000). In a separate study 
comparing sputtered CaP coatings to plasma-sprayed HA coatings, the ultimate interfacial 
strength observed for the sputtered CaP-coated implants (as-sputtered and sputtered 
followed by post- deposition heat treatment) was not significantly different from the 
plasma-sprayed HA coated implants 12 weeks after implantation, suggesting that sputtered 
CaP coatings are comparable to plasma-sprayed HA coatings with respect to ultimate 
interfacial strength. This was supported by the histological findings that indicated no 
statistical difference in percent bone contact length between plasma-sprayed HA-coated 
implants and the as-sputtered CaP-coated implants at 12 weeks after implant placement 
(Yang et al., 2005).  
Further, sputtered calcium phosphate coated titanium implants have showed higher 
removal torque compared to control uncoated titanium implants after 3 weeks of healing. 
This difference in the removal torque strength was no longer evident after 12 weeks of 
healing (Ong et al., 2002). 
 
  
Fig. 8. Scanning electron micrograph of sputter CaP coated titanium implant. 
3.3 Biomimetic precipitation 
Biomimetic deposition of calcium phosphate onto surfaces of implant materials is a 
technique originally developed by Kokubo and co-workers (Kokubo et al, 1990). This 
method allows hydroxyapatite and other calcium phosphate surfaces to be deposited on 
substrates in a simulated body fluid (SBF) under physiological conditions of temperature 
and pH, on complex geometrical shapes. 
The classical biomimetic Ca–P coating normally requires an immersion period of about 14–
28 days with replenishment of SBF solution. It is observed that the thickness of the apatite 
www.intechopen.com
Dental Implant Surfaces - 
Physicochemical Properties, Biological Performance, and Trends 
 
33 
layer increases as the immersion period increases. In very recent years efforts have been 
made (Habibovic et al., 2002; Ma et al., 2003; Barrere et al., 2004; Muller et al., 2004) to make 
this process fast to increase its practical utility. 
In the biomimetic method, a layer of usually rough and porous, calcium-deficient apatite 
will grow on the surface of implants. The Ca/P ratio for HA biomimetic coating was 1.51 
(He et al, 2007), and the thickness of HA coatings produced by biomimetic process varies 
from 20 to 25 µm (Yang et al., 2005).   
It is well known that the tissue and cell response could be considerably influenced by the 
composition and topography of the implant surfaces.14 Biomimetically produced apatite 
surfaces may, therefore, be useful in facilitating early bone ingrowth into porous surfaces 
without the potential for coating debris, macrophage infiltration, fibrous tissue 
encapsulation, and eventual coating failure as may occur with the plasma-sprayed 
hydroxyapatite coating.15 
Little information is available on bone tissue responses to biomimetic coatings on titanium 
implant. Very few experimental studies have shown the biomimetic HA coating did not 
have any positive effect on new bone formation and on the shear strength at the early bone 
healing stage (Fuming, et al, 2008; He et al, 2009; Yang, et al, 2009). 
Recently, it has been found that the morphology of the biomimetic apatite surfaces changed 
by adding ions as substitutes to HA such as strontium (Sr), and silicate (Si) ions (Zhang & 
Zou, 2009; Xia et al., 2010).  
Adding Sr ion change the morphology of biomimetic apatite from plate-like for the pure HA 
to sphere-like (Figure 9). Surface analysis results showed that 10-33% of Ca ions in the 
apatite have been substituted by Sr ions, and that the Sr ions were chemically bonded with 
apatite and successfully incorporated into the structure of apatite (Xia et al., 2010). 
Our recent findings have showed that biomimetically prepared Sr and Si-ion substituted 
apatite films deposited on Ti implants provide bioactive surfaces which promote early bone 
formation. The mechanisms behind these responses may be release of Sr ions, and the nature 
of bonding of Si ions in the HA structure, whose fast hydrolysis is deemed to contribute to 
the surface hydrophilicity, respectively (Ballo et al., 2010). 
3.4 Bioactive glass coatings 
Originally introduced by Hench (Hench et al., 1971), silica-based bioactive glasses are slowly 
resorbing synthetic osteoconductive materials which are able to form strong chemical bond 
with bone. Several methods have been applied to obtain a bioactive glass coating on the load 
bearing part of the implants (Hench & Andersson, 1993).  Several attempts have been made 
to create bioactive glass coatings on alumina (Greenspan & Hench 1976), stainless steel 
(Schepers et al., 1989), Co-Cr-Mo alloy (Lacefield & Hench, 1986), fiber-reinforced composite 
(Ballo et al.  2009, 2011), and titanium alloys (West et al., 1990, Kitsugi et al., 1996). 
Application of a double glass coating has been suggested to solve the problem of differences 
in thermal expansion coefficients. Recently, several attempts were made to prepare bioactive 
glass coatings on titanium and Ti6Al4V (Bloyer et al., 1999, Saiz et al., 2002). Application of a 
ground layer prepared from inert glass with a thermal expansion coefficient close to that of 
Ti6Al4V provided good adhesion to the substrate (Oku et al., 2001). This ground coating can 
be used in combination with more surface reactive glass coatings (Gomez-Vega et al., 2000a), 
with embedded hydroxyapatite and/or bioactive glass particles (Gomez-Vega et al., 2000b), 
or a sol-gel-derived silica coating (Gomez-Vega et al., 2001). Reactive plasma spraying 
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(Schrooten et al., 2000) or processing with infra-red laser (Moritz et al., 2004) have also been 
attempted to create bioactive glass coatings on titanium and its alloys. 
 
  
Fig. 9. Scanning electron micrograph of biomimetic apatite surface modification of titanium 
implants. A) Pure apatite with plate-like structure, B) Sr-HA with sphere-like structure. 
Several experimental studies have shown that titanium implants coated with BAG were 
integrated into host bone without a connective tissue capsule and significantly greater 
osseointegration and high removal torque in compare to the control uncoated titanium 
implants (Moritz et al., 2004). Also significantly higher bone-implant contact was observed 
for BAG coated titanium implants than those in both the uncoated and HA coated titanium 
implants after 4, 12, and 24 weeks of healing (Xie et al., 2010). 
Recently, one 1-year comparative clinical study showed that bioactive glass coated implants 
were as equally successful as hydroxyapatite in achieving osseointegration and supporting 
final restorations (Mistry et al., 2011). However, further clinical studies are needed to 
confirm these preliminary results.  
4. Biological response to titanium implant surface modification 
Osseointegration is the fortunate outcome of bone tissue healing around titanium implant. It 
is a biological process in which a direct anchorage is established by formation of bone tissue 
around the implant without the growth of fibrous tissue at the bone-implant interface 
(Branemark, Adell et al. 1969; Branemark, Hansson et al. 1977). Despite the wide use of 
osseointegrated titanium implants and the substantially growing research on the 
development of new titanium surfaces and/or modification of existing surfaces, a detailed 
understanding of the mechanisms of osseointegration is still lacking. The current knowledge 
on the process of healing at different titanium implants is predominantly gained from 
histological and biomechanical data and correlation with normal fracture healing. The 
histological and biomechanical studies strongly advocate that bone would respond 
differently by alteration of the implant surface properties (Larsson, Esposito et al. 
2001).Consequently, great attention has been given to study, in vitro, the cellular and 
molecular activities on different substrates and to extrapolate the results to the actual 
interfacing between implant and living bone tissue. Based on results from the in vitro 
studies, the surface influences the initial sequences of protein adsorption, platelet adhesion 
and haemostasis, complement activation, inflammation and osteogenic cell response 
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(Nygren, Tengvall et al. 1997; Park and Davies 2000; Masaki, Schneider et al. 2005; Tan, Qian 
et al. 2006). Taking into account the important information acquired from these studies, 
however, they remain to large extent unrepresentative for the actual paradigm of the in vivo 
implantation scenario. For instance, early in vivo studies revealed that that the process of 
bone formation at titanium implants is preceded by recruitment of cells of different types 
and at different levels of morphological differentiation (Sennerby, Thomsen et al. 1993; 
Sennerby, Thomsen et al. 1993). However, the functional activities of the different cells and 
the roles of cells other than osteogenic ones in the healing process have not been clearly 
defined. A key question is how early molecular and cellular events are influenced by 
material surface properties in vivo, and how these early events influence the organization of 
the surrounding tissue and its interlocking or bonding with the material surface and, in 
turn, the capacity of this interface to adapt to long-term continuous load interactions. 
The new advances in research technologies have made it possible to apply molecular 
techniques to analyze the interface between the living tissues and implant surface. Such 
tools can be used at high degree of precision to discover mechanisms that govern 
osseointegration including events of early inflammation, mesenchymal stem cells (MSCs) 
recruitment and cell-cell communication. Nevertheless, the advent of these approaches 
requires establishing reliable procedures to collect cell samples from within the in vivo 
interface in the way that their spatial distribution can be determined. Using the highly 
sensitive quantitative polymerase chain reaction (qPCR) in conjunction with the well 
documented rat tibia model, it has been revealed that gene expression of the interfacial 
implant-adherent cells is immediately and differently influenced by titanium implants 
depending on their surface properties (Omar, Lenneras et al. 2010; Omar, Svensson et al. 
2010). The model was further combined with immunohistochemistry and SEM to confirm 
the presence of specific cell types at the interface. Ultimately, the regulations of 
inflammation, bone formation and bone resorption processes were correlated to the strength 
of the early formed bone-implant interface, by measuring the removal torque (Omar, 
Lenneras et al. 2011) (Table 3). 
The inevitable early inflammation and the processes of cellular recruitment and adhesion to 
titanium implants in bone are obscure and have not received similar attention as that given 
during soft tissue integration. In soft tissue healing around titanium discs, higher release of 
tumor necrosis factor-alpha (TNF-ǂ) was observed in response to porous titanium with and 
without plasma protein layer compared to machined titanium after 3 hours (Jansson, 
Kalltorp et al. 2002), as well as for machined titanium compared to copper after 12 hours of 
implantation (Suska, Esposito et al. 2003). The soft tissue data presented strong evidence on 
the modulation of inflammatory cell responses by titanium surface roughness and 
composition, respectively. The local releases of inflammatory mediators, in addition to the 
modulatory role of the implant surface, initiate the cascade that controls early inflammatory 
events. These events involve the release and regulation of primary acute phase cytokines. By 
activation of their target cells, these cytokines generate a second wave of cytokines, 
including members of the chemokine family. 
In bone, higher expression of the chemokine, monocyte chemoattractant protein-1 (MCP-1), 
was revealed at machined implant surface compared to anodically oxidized implant (Omar, 
Lenneras et al. 2010). This was coupled with higher expression of pro-inflammatory 
cytokines TNF-ǂ (3 hours and 1 day after implantation) and interleukin-1beta (IL-1ǃ) (1 day 
and 6 days after implantation) at the machined implants (Omar, Lenneras et al. 2010; Omar, 
Svensson et al. 2010). The temporal expression profile for MCP-1 was similar to the 
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expression of pro-inflammatory cytokines telling that the recruitment of inflammatory cells 
was accompanied by cytokine activity at both surfaces. The immunohistochemical sections 
for the same time period showed CD163-labeled monocytes/macrophages at both surfaces. 
However, a general SEM observation in all samples was that a large amount of fibrinous 
material covered the machined implants (Figure 10). Fibrin has been shown to enhance the 
pro-inflammatory response to biomaterials (Tang and Eaton 1993) which might explain the 
upregulated pro-inflammatory cytokine expression at the machined surface as early as 3 and 
24 hours (Omar, Lenneras et al. 2010) and at later time periods (Omar, Svensson et al. 2010). 
 
   
Fig. 10. Left, scanning electron microscopy images of oxidized and machined implant 
retrieved 24h after implantation. Right, immunohistochemical sections of the interface 24h 
after implantation showing CD163-positive monocytes/macrophages in the interface zone. 
Biological material adherent the machined implant was highly fibrinous with numerous 
erythrocytes and leukocytes compared to the oxidized implants. 
One of the major observations during the initial 24 hours after implantation in bone was the 
significant modulation of the chemokine receptor CXCR4 (Omar, Lenneras et al. 2010). 
These results provided the first set of data on the role of this chemokine receptor at titanium 
implants in bone. After 12 hours of implantation, 11-fold higher CXCR4 expression was 
demonstrated at the oxidized implants compared to the level at machined implants. CXCR4 
together with its exclusive ligand, stromal derived factor-1alpha (SDF-1ǂ), has recently 
gained significant attention as a major axis for local and systemic recruitment of MSCs to 
sites of tissue repair and regeneration (Yu, Li et al. ; Ceradini, Kulkarni et al. 2004; 
Shichinohe, Kuroda et al. 2007; Wang, Deng et al. 2008). Blocking of CXCR4 significantly 
inhibited in vivo migration of circulating alkaline phosphatase (ALP) positive osteoblast 
progenitor cells to subcutaneously implanted BMP-2 containing collagen pellets (Otsuru, 
Tamai et al. 2008). Other studies have also demonstrated that MSC migration to a fractured 
tibia site is highly dependent on CXCR4 in a time- and dose-dependent manner (Granero-
Molto, Weis et al. 2009). The revealed upregulation of the chemokine CXCR4 at the oxidized 
implant surface was corroborated by SEM and immunohistochemical observations showing 
the predominance of mesenchymal stem cells at that surface.  
At the in vivo bone implant interface, the cellular attachment is meditated via protein rich 
layer to which cells adhere using variety of surface receptors, mainly form integrin family. 
The modulation of expression of specific integrins may reflect specific temporal and 
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conformational changes in protein adsorption influenced by the physico-chemical properties 
of the surface. T-shaped hollow titanium implants treated with sulphuric and hydrochloric 
acids showed higher expression and peak of ǃ1 and ǃ3 integrins in the surrounding bone 
after 1 week in rat femur compared to machined titanium and non implant defect (Ogawa 
and Nishimura 2003). Cells adherent to oxidized surfaces showed upregulation of integrin-
ǃ1 during the 24 hours of implantation (Omar, Lenneras et al. 2010). Since CXCR4 exhibited 
association with integrin-ǃ1 at the oxidized implants, this together with the increased 
expression of osteogenic markers, such as ALP and osteocalcin (OC), and the higher number 
of mesenchymal cells, as shown in SEM observations, altogether suggested that the oxidized 
implant was associated with higher recruitment of MSCs through mechanisms which 
involve modulation of CXCR4 chemokine receptor and integrin-ǃ1expression (Figure 11).  
Integrin-ǃ2, expressed mainly by leukocytes (Stewart, Thiel et al. 1995) and not by cells of 
osteoblastic lineage (Hughes, Salter et al. 1993), was higher at the oxidized implants after 12 
hours of implantation. This integrin has also been shown to be expressed by osteoclast 
progenitors (Hayashi, Nakahama et al. 2008). Results showing a higher expression of 
osteoclastic marker (cathepsin K; CATK) at the oxidized surface (Omar, Svensson et al. 2010) 
suggested that the higher expression of ǃ2 integrin may be due to the early presence of 
osteoclasts in the interface. 
 
   
Fig. 11. Left, immunohistochemical sections of the interface 24h after implantation showing 
periostin positive mesenchymal and osteoprogenitor cells. Right, scanning electron 
microscopy of oxidized implant retrieved 24h after implantation. On the oxidized implants, 
mesenchymal cells were frequently seen. 
Peak expression for ALP, OC, tartrate resistant acid phosphatase (TRAP) and CATK was 
detected 3 days after implantation in rat bone (Omar, Svensson et al. 2010). Previous studies 
in bone fracture model (without implants) in similar animal model have shown that ALP 
and OC expression attained their peaks after 5 and 11 days, respectively (Jingushi and 
Bolander 1990). Osteoclastic gene expression levels of TRAP and CATK have been shown to 
attain their earliest peaks between 7 – 14 days (Uusitalo, Hiltunen et al. 2000; Nagashima, 
Sakai et al. 2005). The observations that the peak expression of osteogenic and osteoclastic 
markers was detected as early as 3 days at the implant surface and that oxidized implants 
were associated with significantly higher levels than machined implants indicate, firstly, 
www.intechopen.com
 Implant Dentistry  A Rapidly Evolving Practice 
 
38
that bone remodeling around implants starts much earlier than what has previously been 
assumed (mainly based on conclusions from fracture models and in vitro experiments with 
one cell population), and, secondly, that the implant surface has an influence on the level of 
expression of bone differentiation and remodeling markers. Possible mechanisms for the 
accelerated implant-associated bone response include multiple cell participation and cross-
talk, influenced by material surface physicochemical properties and topography of the 
implanted surfaces. 
The regulation of gene expression at implant surfaces in vivo is a complex process. It is 
probably that material properties influence the gene expression of several factors, in 
addition to the secretion, organization and remodelling of the extracellular matrix 
components. Thereby these events may further affect key-factors, such as Runx2, which is 
crucial transcription factor for osteogenic differentiation and bone formation. The higher 
expression of osteoblast markers, (ALP) and (OC), and osteoclast marker, (CATK), was in 
parallel to a higher expression of Runx2 at the oxidized surfaces compared to machined 
ones after 3 days of implantation (Omar, Svensson et al. 2010). Similar results were 
demonstrated for hydrofluoric acid (HF) etched surface in comparison to similar surface 
without acid etching (Guo, Padilla et al. 2007). In the latter study, Runx2 expression was 
evident after 7 days in rat tibia and was associated with higher expression of ALP and bone 
sialoprotein (BSP). Regulatory effect on the expression of Runx2 was also confirmed for the 
HF surface in rabbit cortical bone concurrently with higher expression of collagen 1 and OC 
after 8 weeks of implantation (Monjo, Lamolle et al. 2008). At the implant surface, collagen-
rich matrix organization together with increased expression of integrin-ǃ1 may characterize 
an important pathway for Runx2 activation and consequently the downstream osteogenic 
activity and bone formation (Figure 12). 
The performance of dental implants is best evaluated with respect to their stability into the 
implantation site. The in vivo interfacial gene expression model has been successfully 
combined with removal torsion analysis to determine possible relationship between the 
molecular events and torque strength at the interface (Omar, Lenneras et al. 2011). 
Significantly higher and constant increase in removal torque was registered for the oxidized 
implants throughout the period of 6 – 28 days of implantation (Figure 13). At the same time, 
the increased biomechanical strength at the interface of the oxidized implants was in 
association with higher expression levels of bone formation genes (OC and Runx2). The 
increased expression of bone formation genes during this period was coupled with 
upregulated expression of bone resorption genes (TRAP and CATK). The high expression of 
bone formation and bone resorption indicated an active remodelling throughout the time 
periods concomitant with an increasing biomechanical strength of the interface. In 
agreement, other studies compared the expression of different genes and pull-out force of 
coin-shaped implants with different hydrofluoric acid modification after 4 weeks in rabbit 
(Lamolle, Monjo et al. 2009; Taxt-Lamolle, Rubert et al. 2010). The test implant group that 
showed increased pull-out values, revealed higher expression of OC, collagen 1 and TRAP 
and decreased expression of TNF-ǂ and IL-6. 
On the other hand, low and unchanged values were observed in removal torque strength for 
the machined implants during the evaluation periods 6, 14 and 28 days. Machined implants 
were associated with an increased expression of pro-inflammatory cytokines (TNF-ǂ and IL-
1ǃ) during the early (week) phase of osseointegration (Omar, Lenneras et al. 2010; Omar, 
Svensson et al. 2010), observations which were extended also to the later stages of 
osseointegration (Omar, Lenneras et al. 2011). It has previously been suggested that the 
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Fig. 12. Upper left, SEM image of oxidized implants retrieved 6d after implantation. Well-
organized collagen network with numerous mesenchymal cells were observed on the 
oxidized implant. Upper right, a graph showing significantly increased expression of 
integrin-ǃ1 at oxidized implant after 1d of implantation. The lower drawing illustrates 
activation of osteogenic response by mechanisms involving binding of integrin-ǂ2ǃ1 to 
collagen-rich matrix.  
initial reduction and plateauing of the biomechanical strength of machined implants could 
be a manifestation of post-surgical inflammation and the remodelling activity (Branemark, 
Ohrnell et al. 1997). This is partly supported by the present results, given that machined 
implants, which were associated with higher expression of pro-inflammatory cytokines, did 
not reveal any increase in the biomechanical strength between 6 and 28 days. Whereas the 
increase in remodelling activity coupled with increased bone forming activity were in line 
with increased interface resistance for similar time periods. 
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Table 3. Summary of cellular and molecular activities at oxidized and machined implant 
during the first 4 weeks of implantation in rat tibia. The biological activities were correlated 
to the biomechanical stability of oxidized and machined implants in the same animal model. 
5. Ultrastructure characterization of bone-implant interface 
In order to further understand the bonding mechanisms that occur between living bone 
tissue and implant surface, analytical tools with sufficient resolution for ultrastructural 
analysis are needed. This especially important with the emerging nano-structured implant 
surfaces. Further, not only the structural aspect should be considered but also the chemical 
nature of the interface layer is of importance. The tool of choice is transmission electron 
microscopy (TEM) where various analytical tools often are readily used in high resolution. 
The electron-solid interaction generates different contrast phenomena, depending on crystal 
structure and atom number as well as interactions with the sample electrons generating 
energy-losses of the primary electron beam and secondary x-rays for chemical analysis. 
Further, elastic scattering and interference contrast could also be used for structural 
analysis. Hence, TEM is a versatile tool alloying structural and chemical analysis with high 
lateral and volumetric resolution. However, the literature of biomedical implants in bone 
tissue using TEM is scarce where the main reason is the sample preparation, especially for 
metallic implants. The sample should be around 100 nm thick to be electron transparent. 
Further a balance between contrast and overlapping information occurs, where less contrast 
is obtained when the sample becomes thinner, while the amount of overlapping information 
in the sample increases with the thickness. 
5.1 TEM sample preparation methods 
Different methods for sample preparation have been developed and are often optimized for 
each branch of research. Within the materials research field, polishing techniques, etching 
and broad ion milling are often employed, while the ultramicrotome is often used for 
 
www.intechopen.com
Dental Implant Surfaces - 
Physicochemical Properties, Biological Performance, and Trends 
 
41 
 
 
  
Fig. 13. Upper, a graph showing significant increase in the removal torque values for 
oxidized implants during early osseointegration. The middle graphs show the load-
deformation curves of machined (left) and oxidized (right) implants after 28d of 
implantation. The deformation of the machined implant interface is mainly due to 
separation whereas a fracture-like pattern is registered for the oxidized implant. The lower 
backscattered SEM images show machined implant (left) was separated from bone by a 
narrow gap. Direct contact of the bone with the oxidized implant (right) was detected with 
generalized bone ingrowth into different sized micropores. 
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tissues. Within the field of biomaterials, the samples are composed of both hard materials as 
metals and ceramics and tissues as bone and soft tissue, therefore a different strategy has to 
be employed, as the diamond knife in the ultramicrotome could not cut through the hard 
implant material and the grinding, etching and broad ion milling will destroy the tissue. 
Different strategies have been introduced where the main focus has been focused on 
removing the uncuttable implant material allowing the use of the ultramicrotome. One of 
these methods used experimental implants made of plastic which were coated with a thin 
enough layer of the material that was tested so it was still cuttable with the ultramicrotome. 
Different metal coating has been used such as titanium, zirconium, gold and steel 
(Albrektsson et al., 1985, 1982a, 1982b). This method was restricted to experimental studies, 
as the plastic implants did not posses clinically acceptable mechanical properties. Other 
methods were developed to be able to evaluate implants from clinical situations where 
different solutions to remove the implant were used. One method was based on gently 
fracture away the implant material either during the decalcification step (Steflik et al., 1992) 
or after resin embedding (Thomsen & Ericson, 1985). Uncertainties of the integrity of the 
interfacial tissue remained as the material was completely removed. A strategy for keeping 
the oxide layer intact, having an intact interface, while removing the bulk properties of the 
implant allowing ultramicrotome sectioning was developed. By electrochemical dissolution 
of the metallic titanium the oxide layer was still present in the section (Radegran et al., 1991), 
however, this technique demineralized the tissue (Sennerby et al., 1991). Another metod 
used was sawing and grinding to remove the bulk metal leaving the surface layer of the 
implant intact (Leize et al., 2000 ), this may be useful for thicker surface coatings as plasma-
sprayed titanium, but with most commercially available dental implant rather thin oxides 
are present. With the use of focused ion beam (FIB) intact bone-implant interfaces could be 
prepared, allowing both material and tissue analysis (Engqvist et al., 2006). 
5.2 Interface analysis of different surfaces 
Quit few ultrastructural analysis of the bone-implant interface are presented in the literature 
as compared to the total amount of articles using bone anchored implants. The most 
published literature evaluates the machined surface or similar smooth surface using mainly 
the plastic implant replica model or the fracture method. The fracture method has also been 
used for acid etched implants, while the FIB has mainly been used for the laser-modified 
implant surface. Some articles evaluate plasma-sprayed surfaces and oxidized surfaces. 
5.2.1 Smooth implant surface 
Different interfaces have been described for machined implants, some dependent on the 
healing time and some depending on sample preparation method. Most of the analysis 
showed that an interposed amorphous electron lucent layer of approximalty 20-50 nm was 
found between the mineralized bone and implant surface (Albrektsson et al., 1985, 1982; 
Linder et al., 1983). This was often with a poorly mineralized zone of a few hundred nm 
containing collagen fibrils prior to the mineralized bone tissue (Albrektsson et al., 1985, 
1986). Others found instead an electron dense layer of similar thickness prior to the 
mineralized bone tissue, either directly at the implant surface (Ayukawa et al., 1998) or with 
a larger amorphous zone in direct contact with the surface (Sennerby et al., 1991, 1992). Also 
a direct contact between mineralized bone tissue and implant surface has been reported 
using different sample preparation techniques (Albrektsson et al., 1981; Brunette et al., 1991; 
www.intechopen.com
Dental Implant Surfaces - 
Physicochemical Properties, Biological Performance, and Trends 
 
43 
Meyer et al., 2004). By the use of high-resolution TEM crystalline hydroxyapatite was found 
precipitated directly at the implant surface of a machined titanium implant retrieved after 11 
years of clinical loading (Palmquist et al., 2008). The sample preparation technique seem to 
be essential where plastic implant replicas seem to show a predominance for an intervening 
electron lucent layer, while the fracture technique show a predominance for an electron 
dense layer and a thicker amorphous zone. With FIB difficulties in sample preparation for 
smoother implant surfaces is separation between the tissue and implant (Palmquist et al., 
2009)., most likely due to shrinkage of the tissue during dehydration (Lawton et al., 1995) 
and resin embedding, on the other hand this suggests that the separation for the fracture 
technique occurs at the immediate interface, and it has been shown that low amount of 
remnants were found on the implant after fracture (Lausmaa & Linder, 1988).  
5.2.2 Roughened implant surface 
The most studies have been performed using an acid etched surface, increasing the 
roughness by pitting and the creation of craters in the surface. The results using the fracture 
technique of acid etched surfaces showed an electron dense layer interposed between the 
implant surface and the mineralized bone tissue (Steflik et al., 1992a, 1992b, 1998). Further, 
at areas of less mature bone tissue a zone of mineralized collagen fibril layer was found 
between the mineralized bone and the electron dense layer (Steflik et al., 1992b, 1998). 
Further, the use of high-voltage TEM has enabled tracking of the canaliculus which reach 
the implant surface (Steflik et al., 1992a, 1994). For plasma-sprayed implants and plastic 
implant replicas of plasma-sprayed implants a direct bone-implant contact has been 
described at most places as well as an intervening layer with indistinct structure reaching up 
to 1 μm in thickness (Leize, 2000; Hemmerle & Voegel, 1996). By combining micro and nano 
topography by the use of laser ablation, an intimate contact between mineralized bone tissue 
and implant surface oxide has been described (Palmquist et al., 2010) using the FIB 
technique. Further, elemental analysis showed the presence of calcium and phosphorous in 
the nano structured surface oxide (Palmquist et al., 2011). The FIB has also been used to 
analyse the bone-implant interface of a failed dental implant retrieved with smaller amount 
of bone tissue, the results showed an electron lucent layer closest to the implant surface as 
well as bone ingrowth in the porous oxide (Giannuzzi et al., 2005, 2007). 
5.2.3 Bioactive implant surface 
The use of bioactive coating may enable a chemical bond between the implant surface and 
surrounding bone tissue. Most frequently used bioactive coating is hydroxyapatite. Thin 
sputtered and Plasma-sprayed HA coatings has been shown to form an intimate contact with 
bone tissue (Engqvist et al., 2006; Grandfield et al., 2011a, 2011b) with minor resorption of the 
coating. The use of calcium aluminate coating showed also an intimate contact with bone 
tissue, where different crystalline phase was observed in the coating while the outermost layer 
of the coating facing the bone tissue was calcium deficient (Palmquist, et al., 2009). 
Ultrastructural analyses of hydroxyapatite scaffolds and bone tissue have shown the formation 
of an apatite layer between the collagenous bone and implant surface (Grandfield et al., 2010a). 
Further, this layer was shown to have a distinct difference in crystal direction from the crystals 
in the collagenous bone tissue with the used of electron tomography (Grandfield, et al., 2010b). 
Further, the incorporation of ions in the hydroxyapatite has shown to influence the rate of 
dissolution and also the rate of bone formation (Porter et., 2004a, 2004b, 2005). 
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Fig. 14. HAADF-STEM micrographs of laser modified titanium implants after 6 months 
healing in rabbit, the left image show an overview where bone tissue are found with an 
intimate contact to the implant surface, collagen banding is observed close to the implant 
surface. Right, a closer view of the interface, where the enlarged surface oxide is clearly 
observed with intimate contact to the bone tissue. The EDS line scan along the red line show 
the presence of Calcium and Phosphorous in the bone tissue, and Titanium in the bulk 
metal. An overlap zone observed where calcium, phosphorous, titanium and oxygen are 
seen simultaneously indicating bone ingrowth in the nano structured surface oxide. 
6. Summary 
The new generation dental implants exhibit a large variation in surface properties, both in 
terms of structural and chemical compositions. The selection criteria for the first generation 
of dental implants were mainly based on their mechanical properties and corrosion 
resistance under physiological conditions. The current surfaces have mainly underwent 
topographical modification and, to a lesser extent, alteration in chemical composition. The 
aim of surface modifications was to achieve an enhanced biological response. Experimental 
studies and clinical experience provided extensive empirical knowledge about the role of 
such surface modifications for biological responses. However, comprehensive 
understanding of the biological response at the bone-implant interface is still lacking and 
further research is required to understand the biological processes taking place at the 
interface, and how these are influenced and can be controlled by specific surface properties. 
7. Future prospective in dental implant surfaces 
Future development of the next, third generation of dental implants should be based on 
increased knowledge about the interface biology on cellular and molecular levels. The 
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development of future generations of oral implants for compromised tissue conditions will, 
most probably, entail tailored modifications of material surfaces. Implant surfaces, 
selectively, designed for drug and/or cell releases represent promising candidate strategy. 
Other surface modifications, such as selective ion substitutions of biomimetic surfaces may 
further improve the biological response to those surfaces. Further, as the bacterial infection 
is a major challenge which may jeopardize the success of osseointegrated implants, implant 
modification resulting in antibacterial activity might be of importance to reduce such 
complications. 
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